® Mechanical Spring System
Solution.
By pulling the handle, the built in
spring system sources the required
force to apply the stroking pressure.

® Adjustable stroking pressure level.
The stroking power could be
adjusted from the screw system
located on the top of the machine.
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e Interchangeable dies.
Up to # 5.5 (18.2 mm). All Compass
dies are compatible to all Compass
machines.

® Adjustable height.
e Bench mounted or free standing.

e Suitable for aplications on
various materials.
Vinyl, corrugated plastic, other
plastics, fabric, poster board and
many other substrates.

b Heavy duty durable machine.
e Lasts for years.

e One year Compass warranty
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Dimensions inch/ mm

H - 20.47 / 520

A 7.87 1200

B 12.40 / 355

Cc 5.51/140

X 6.30/160

Y 6.30/ 160

Z (max) 11.81 /300

d(®) 1.42/36

E 14.37 / 365
Technical Features _
Stroke Pressure : 18 kN (1800 kgf max.)
Applicable Grommet Sizes 1 #5.5, #3, #2, #2N and smaller sizes
Weight : 55.1 Ibs/25 kg

Dimensions (Height*Width*Depth) : 20.5*7.9*12.4 inches/52*20*31 cm
Box dimensions (Height*Width*Depth): 22.35*10.58*12.94 inches/57*27*33 cm
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